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SRD/SCD series

SRD/MV

D

..... Technical feat Ul e S

SRD/SCD: machines suitable for manual operations
of brushing, glazing and polishing

SSRD/SSCD: belt grinder

Suitable for two independent users

Two asynchronous motors up to 4,4 kW
Electronic braking device

Single, double or multi-speed

Available with brushing spindle (SRD/SCD),
telescopic belt stretchers (SSRD/SSCD) or combined brush/belt
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model 40/2 60/2
Power supply 3P+T 400V - 50Hz
Motor rating [hp] 444 6+6
Motor rating [kW] 343 4,4+4,4
Speed [rpm] 3000
Protection P54
Thermal class F

SSRD combined single speed

SRD-SCD single speed

Available with direct starfer or star-triangle starter (mod. ST)

model 40/24 60/24
Power supply 3P+T 400V - 50Hz
Motor rating [hp] 4/3+4/3 5/4+5/4
Motor rating [kW] 3/2,2+3/2,2 3,7/3+3,7/3
Speed [rpm] 3000/1500
Protection IP54
Thermal class F

SRD double speed

SRD-SCD double speed

model 40/2 MV 60/2 MV
Power supply 3P+T 400V - 50Hz
Motor rating [hp] 444 6+6
Motor rating [kW] 3+3 4,4+4,4
Speed [rpm] 600-3600
Protection IP54
Thermal class F

SRD Multispeed

Products in compliance wit 1.e M hine Directive
change, wit

Ciclope reserves the possibi

SRD-SCD multispeed

8/37/CE

out notice,

the dimensions and the executions of fhe products listed in this brochure.
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